ETag: "d64fc3a07c71a03f46c6b35ba2b7c59f"
accept: */*
authorization: LOW u9jVQF7lXRkbXU49:REDACTED_BY_IA_S3
connection: close
content-length: 7101
expect: 100-continue
host: s3.us.archive.org
user-agent: curl/7.19.7 (universal-apple-darwin10.0) libcurl/7.19.7 OpenSSL/0.9.8r zlib/1.2.3
x-archive-ignore-preexisting-bucket: 1
x-archive-meta-creator: American Society of Sanitary Engineering
x-archive-meta-credits: Uploaded by Public.Resource.Org
x-archive-meta-date: 1990
x-archive-meta-description: <b>BY ORDER OF THE EXECUTIVE DIRECTOR<br />Office of the Federal Register<br />Washington, D.C.</b><br /><br /><i>By Authority of the Code of Federal Regulations:</i> 24 CFR 3280.604(b)(2)<br /><br /><b>Name of Legally Binding Document: </b>ASSE 1037: Performance Requirements for Pressurized Flushing Devices (Flushometers) for Plumbing Fixtures<br /><b>Name of Standards Organization: </b>American Society of Sanitary Engineering<br /><br /><b>LEGALLY BINDING DOCUMENT</b><br /><br />This document has been duly INCORPORATED BY REFERENCE into federal regulations and shall be considered legally binding upon all citizens and residents of the United States of America. <br /><br /><i><u>HEED THIS NOTICE!</u></i> Criminal penalties may apply for noncompliance.
x-archive-meta-language: English
x-archive-meta-licenseurl: http://creativecommons.org/publicdomain/zero/1.0/
x-archive-meta-mediatype: texts
x-archive-meta-subject: federalregister.gov;public.resource.org
x-archive-meta-title: ASSE 1037: Performance Requirements for Pressurized Flushing Devices (Flushometers) for Plumbing Fixtures
x-archive-meta01-collection: publicsafetycode
x-archive-meta02-collection: USGovernmentDocuments
x-upload-date: 2012-05-27T01:46:03.000Z
